GENERAL CONSTRUCTION NOTES.

INSTALLATION AND CONSTRUCTION SHALL CONFORM TO
THE STATE'S DEPARTMENT OF TRAN| SPORTATION-STANDARDS
SPECIFICATIONS SECTIONS APPLICABLE AND STANDARD PLANS
DATED AND EFFECTIVE FOR THE CURRENT YEAR AND ANY

- SPECIAL MUNICIPALITY CODE PROVISIONS.

L.

THE LOCATION OF ALL EXISTING UNDERGROUND UTILITIES IS APPROXIMATE
THE CONTRACTOR SHALL DETERMINE THE LOCATION AND DEPTH OF ALL

- UTILITIES INCLUDING THOSE NOT SHOWN ON PLANS AND VERIFY ALL JOBSITE

'CONDITIONS, HAND EXCAVATE FOUNDATIONS UNTIL CLEAR OF ALL
SUBSTRUCTURES AND PROTECT ALL FACILITIES DURING CONSTRUCTION.
CONTRACTOR SHALL MAKE ALL NECESSARY ARRAN GEMENTS FOR -

- UNDERGROUND UTILITY REMOVAL OR LOCATION WITH RESPECTIVE UTILITY
OWNERS AS MAY BE REQUIRED SUFFICIENTLY IN ADVANCE TO PREVENT
DELAY IN THEIR OPERATIONS. ' ‘
THE SUBCONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO
UNDERGROUND UTILITIES ENCOUNTERED IN ARFAS WHERE EXCAVATIONS
ARE INDICATED AND SHALL REPAIR ANY SUCH DAMAGE AT THEIR OWN EXPENSE
WHERE UTILITY LINES MUST BE MAINTAINED UNDER STRUCTURE, THEY :
SHALL BE PROPERLY SLEEVED THROUGH FOUNDATION.
THE SUBCONTRACTOR SHALL BE RESPONSIBLE FOR REPLACEMENT OR REPAIR OF
ANY DAMAGE CAUSED BY THEM OR. THEIR SUBCONTRACTORS.
SUBCONTRACTOR SHALL OBTAIN A NO FEE RIGHT OF WAY PERMIT AND A NO FER
ENCROACHMENT PERMIT FROM THE CITY WHERE WORK WILL BE CONDUCTED

. PRIOR TO COMMENCEMENT OF WORK. ALL WORK WILL BE INSPECTED BY MD SHA

o o0

10.

FORCES. ‘ ‘
THE SUBCONTRACTOR 1S REQUIRED AND MUST SUBMIT A WEEKLY SCHEDULE
PRIOR TO START OF WORK EACH WEEK. (NO EXCEPTIONS)

POLE DETECTOR AND EQUIPMENT LOCATIONS ARE APPROXIMATE. THE
SUBCONTRACTOR SHALL VERIFY EXACT EQUIPMENT FIELD LOCATIONS WITH THE
MDSHA TRAFFIC ENGINEER OR DIG ALERT/MISS UTILITY AND LMIMS

PRIOR TO.INSTALLATION,

CONDUCTOR SCHEDULE IS FURNISHED AS AN INSTALLATION GUIDE ONLY. IT
SHALL BE THE SUBCONTRACTOR'S RESPONSIBILITY TO PROVIDE THE CORRECT
CONDUCTORS NECESSARY FOR THE INTENDED OPERATION.

PROVIDE ANCHOR BOLT NUT COVERS FOR ALL STANDARDS,

ALL PULLBOXES AND COVERS SHALL BE PRECAST CONCRETE, PULLBOXES SHALL
BE MARKED "TRAFFIC SIGNAL" AND INSTALLED PER MD SHA STANDARD

AND SPECIFICATIONS,

ALL CONCRETE FORMS ARE TO BE IN SPECTED BY LOCAL AUTHORITIES

. BEFORE CONCRETE IS PLACED, -

11.

12.

13.

14,
15.

- 16.

17.
18.
© 19,
20,

21,

SUBCONTRACTOR SHALL PROVIDE ALL NECESSARY TRAFFIC CONTROL DEVICES
DURING TRAFFIC SIGNAL INSTALLATICN. _

ALL CONDUIT AND FITTINGS SHALL BE RIGID STEEL OR SCHEDULE 802"
DIAMETER AND CONFORM TO THE REQUIREMENTS OF UL PUBLICATIONS. UL6
FOR RIGID METALLIC CONDUIT UNLESS OTHERWISE INDICATED ON THIS PLANS.
INDUCTIVE LOOPS SHALL BE 40" x 99" OR APPLICABLE (SEE DETAIL IN THE
TECHNICAL SPECIFICATIONS) WITH (3) TURNS OF THE "TYPE 1" LOOP

DETECTOR WIRE AND ELASTOMERIC SEALANT, PER LOCAL CODES THE LEAD

IN RUNS WILL BE INSTALLED WITH (5} TURNS PER FOOT INTO THE STUBOUT

PER COUNTY AND MDSHA STANDARDS. ALL CONDUITS SHALL BE 2" MINIMUM

UNLESS OTHERWISE CHANGED OR NOTED ON PLANS.

.CONDUIT STREET CROSSINGS SHALL BE INSTALLED BY BORING AND JACKING
METHOD EXCEPT WHERE TRENCHING IS SPECIFIED ON THE PLANS,
SUBCONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING AND COORDINATION
‘WITH THE SERVING (ELECTRICAL) UTILITY COMPANY AND PAY REQUIRED

FEES FOR SERVICE CONNECTIONS. °
SUBCONTRACTOR SHALL INSTALL ALL SUBSTRUCTURES ACCORDING TO LOCAL
GOVERNING AGENCY FROST LINE REQUIREMENTS WHERE APPLICABLE.

SUBCONTRACTOR IS TO BUILD AND MAINTAIN A CONSTRUCTION BARRICADE,
(ALL NECESSARY LIGHTS, SIGNS, ETC. IF REQUIRED) FOR PROTECTION OF THE
PUBLIC AS DIRECTED BY THE LOCAL AUTHORITIES.
ALL SUBCONTRACTORS TO PROVIDE LIABILITY INSURANCE AND WORKERS'
COMPENSATION BENEFITS IN ACCORDANCE WITH STATE LAW FOR ALL
WORKERS AND AGENTS WHO WILL BE ON THE SITE AT ANY TIME WHILE
' PERFORMING WORK ON THIS PROJECT. .
ALL WORK SHALL BE IN ACCORDANCE WITH NEC,ALL LOCAL, STATE AND
CODES, ORDINANCES AND ANY APPLICABLE AMENDMENTS., :
ALL DEBRIS, EXCESS MATERIAL, ETC. IS TO BE REMOVED BY THE (
SUBCONTRACTOR BY THE END OF THE JOB. JOB TO BE LEET SUFFICIENTLY CLEAN

FEDERAL

AS TO WARRANT COUNTY APPROVAL.

SUBCONTRACTOR SHALL BE RESPONSIBLE FOR ALL PERMITS AND FEES.
SUBCONTRACTOR SHALL BE RESPONSIBLE FOR INSPECTIONS AS MAY BE REQUIRED
FOR COMPLETION OF THE JOB AS PER ALL GOVERNING AGENCIES.

- SUBCONTRACTOR TO PROVIDE COST ESTIMATE FOR ALL WORK SHOWN ON

DRAWINGS AND WORK NORMALLY REQUIRED TO CARRY OUT THE DESIGN

- INTENT OF THESE DRAWINGS. -

- THE SUBCONTRACTOR SHALL BE

- ALL CONDUCTORS THROUGHOQUT SHALL BE INDIVIDUALLY SHIELDED.

- THE AUXILIARY FLASH SHALL HAVE 4 SHIELDED CONDUCTOR #14, '

. THE CAMERA RED AND YELLOW PHASE SHALL HAVE 4 SHIELDED CONDUCTORS #14,
- THE LOOP DLC'S SHALL HAVE SHIELDED CONDUCTOR #14.

- DRAWINGS ARE NOT TO BE SCALED. WORK SHALL BE GOVERNED BY

MINIMUM INSIDE

DIMENSION ONLY., DISCREPANCIES BETWEEN THE DRAWINGS AND/OR THE EXISTING

SITE CONDITIONS SHALL BR BROUGHT TO THE ATTENTION OF LMIMS IMMEDIATELY.
RESPONSIBLE FOR INSTALLING PHOTO ENFORCEMENT

SIGNAGE PER COUNTY STANDARDS.

. THE SUBCONTRACTCR SHALL BE RESPONSIBLE FOR NOTIFYING THE RESPECTIVE

OWNERS AND OTHER AGENCIES AT LEAST 48 HOURS PRIOR TO CONSTRUCTION.
CONTACT: . :

GAS COMPANY

WATER DISTRICT
PHONE COMPANY
CABLE COMPANY

MISS UTILITY OR DIG ALERT

SCOPE OF WORK FOR THIS PROJECT:

CONSTRUCTION OF RED LIGHT PHOTO CITATION SYSTEM AND ALL
RELATED AND NECESSARY TRAFFIC SIGNAL MODIFICATIONS AS

SHOWN AND NOTED ON THIS DRAWING PLAN .

NOTE:

ALL EXISTING CONDITIONS AS SHOWN ON THE DRAWING ARE
INCLUDED FOR SUBCONTRACTOR CONVENIENCE ONLY.

SUBCONTRACTOR SHALL EXAMINE THE SITE AND ALL AVAILABLE
DETERMINE THE EXTENT OF WORK

CONSTRUCTION DOCUMENTS TO
REQUIRED.

SUBCONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL EXISTING
CONDITIONS AND IS TO REPORT ANY DISCREPANCIES TO LMIMS
PRIOR TO COMMENCING ANY WORK, OR UPON ANY DISCOVERY OF
§ PREVIOUSLY UNKNOWN JOB CONDITIONS.
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CROSSWALX STOP LINE ” 2N Rl . so 1L/ D gt SRR Y el Blod. LMIMS TO PROVIDE POLE CAMERA UNIT.
oot / PULLBOX = LA + oy . Wl I . e i AEGl 1 SUBCONTRACTOR TO PROVIDE 2 x 2' x 2'6" PCC
60" [~ T 1 ! SCREW ' J | Doy I fsesCombin@, FOUNDATION. (SEE DETAIL) SUBCONTRACTOR SHALL
. N I w23l N | \@ B - 9. Flash Window, bulletpraot. INSTALL 4" FOUNDATION CAP AT LEAST 30" WIDE.
, I TYPE GUSSETS 3/8" —- % 5/8” l L CABLES | 10. SuwDrip Shield POLES SHALL BE FIELD LOCATED AND SHALL BE 2'6"
40" . 3 ] e — . o _ ; \@g&ﬁﬁm | g %wmmr;’f@mbfgm screw. MIN. FROM FACE OF CURB.
! 80" ‘ 200 MM=g" . ! I L mrheme 2 14 B Pt 121, din, S5, 341, wih 95 in. 2 INSTALL 3 #10 THW FOR 120 V POWER, COLOR CODE
L - STUBOUT T N\ i | mmm@‘“’nﬁ‘{ 15, Flangs mts (2), attach box to lead sciew. RED, WHITE AND BLACK.
40" 'L..._._~€ 1 ) V4 ; i | %RD‘GRUT‘%% K ig gpﬂoamsmpi‘nd&%ponfoﬂwdgw.
36 BT —__ 312" x 5" x 38" —| l S oL 15, Consent Foree Sring covem fack pecing 3 INSTALL 2" CONDUIT PER SPECIFICATIONS,
L | 19 Drip shield. STUB INTO NEW PULLBOX OR EXISTING PULLBOX.
__ FACE OF CURB 0/16" DRILL 1 j | ~Pypocns | l 2. Honor conol ptbutions. CONNECT 3 WIRE CIRCUIT TO CONTROLLER ON
8 SEE DRAVING FOR DIMENSIONS 3/4" COUNTER BORE ——] ¥ porrou - SEPARATE CIRCUIT BREAKER FOR 120V POWER, ROUTE
3 | | | 1/4" DEEP e W l ! TO ALL CAMERAS ALONG SPAN WIRE AND OR WITHIN
3 TYPICAL LOOP DETECTION DETAIL L1 3 DR N :r CONDUIT.
- - {1SVAC FIXED BLOCK. _
3 NOTE: 1. DETECTOR LOOP CONFIGURATION SIMILAR T0 TYPE A" On : e A O v s o 3 INSTALL 3 CONDUCTOR #14 SHIELDED CABLE FOR
_ CALTRANS STANDARD PLAN ES-5B. FOR MORE INFORMATION ‘ OPENING 4000 HINGED €O 120V RED AND YELLOW PHASE CONTROL, ROUTE FROM
SEE GENERAL CONSTRUCTION NOTES. - L/ .00 400 PADLOCK : CAMERA TO CONTROLLER
2 ] 2 THERS MUST BE A MINIMUM OF 36" BETWEEN EXISTING ‘&m T 1w BLOGKS . '
3. THE LOOP CABLING INTO THE PULLBOX WILL BE THROUGH THREE PVC = N ~OE | | : SHROUDED LOCK DETALL 6 gquﬁL L 2) %2 CON&I%C:;,T OR SHIELDED DLCS
CONDUIT PIPES, SPACED §* APART TO ISOLATE THE SIGNALING AND PREVENT —- t-53/4" | Al AN AN L STOCK # 53.
CROSS TALK INTERFERENCE BETWEEN LOOPS. avass 1| ALN - ) BaserLaTE _
T HALT CUT LINES WILL HAVE A MINIMUM SPACING OF 12" ‘ "‘”"”-Zi;‘ﬁ ot FRONT - BOX UF FRONT - BOX DOWN 7 INSTALL 1" LIQUID TIGHT NON METALLIC CONDUIT TO
. S . SLEEVES (2EACH) TO PULLBOX. EACH LOOP LEAD WIRE
" FROM METAL COVERS AN VB Sk BEFLACED | METER (30m) PULL BOX FRAME AND COVER MOTORIZED POLE DETAIL SHALL BE( CUT 111? SEPERATE CHANNELS. |
- Al 8 INSTALL TWO(2) LOOP DETECTORS, COLEMAN STOCK
#513496. SEE NOTE IN GENERAL CONSTRUCTION NOTES.
REPLACE ALL DAMAGED TRAFFIC SIGNAL LOOPS PER
SPECIFICATIONS.
) INSTALL NEW PULLBOX - SEE NOTE #9 IN
GENERAL CONSTRUCTION NOTES.
INSTALL INLINE FUSE HOLDERS AT 10 AMP IN
10 CONTROLLER, INSTALL (2) INLINE FUSE HOLDERS
AT 5 AMP IN #14 CONDUCTORS. INSTALL GROUND
ROD & #10 SOLID GROUND WIRE TO CAMERA.
11 INSTALL 3 PAIR INDIVIDUALLY SHIELDED CONDUCTORS
4 FOR FLASH TRIGGER AND POWER.
FHVA
e o .ﬂ% SUBCONTRACTOR SHALL BE RESPONSIBLE FOR
N—— e " Zsaws 2B PATING. 2 |w T . 12|  SUPPLYING & INSTALLING 9' AUXILIARY F1 ASH POLE
W35 o3 bt l ’g EXISTING ZRQROSED. o1 o2 E 0 WITH BREAK AWAY BASE.INSTALL TYPE 1A FOOTING
W N | | & . 9 e @ ‘. WITH A 12" BOLT CIRCLE FOR FLASH POLE.
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; n3-2 <MOD> J 7 BHESALT
tEVARIADLE y - / %30
IO B ; ot Enit A , 15|  INSTALL ONE (1) 6x30' LOOP DETECTOR.
16°xVARIABLE 33 31,32 , SEREEI BRI : i 2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
sTop] [Fommoms >\\ ¥ KTy THE CONTRACTOR IS DIRECTED TO CUT INDUCTIVE
e |l || oBEY sioar , e B e 16 LOOPS IDENTIFIED IN NOTES 8 AND 14 PRIOR TO WIRING
RED | | momvons : ,»'L’L;“l Dl ANY INDUCTIVE LOOPS.
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LV

SUBCONTRACTOR MUST NOTIFY THE BELOW ‘
LISTED AGENCY AT LEAST THREE (3) WORKING |
DAYS PRIOR TO COMMENCEMENT OF
EXCAVATION. MISS UTILITY.
1-800-282-8555
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MR. BOB SNYDER @ 410-787-5800
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3" x 1-1/4"
SLOTTED HOLE
FOR 1" BOLT (4X)
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5 ] BE INSTALLED BY THE CONTRACTOR IN ACCORDANCE WiTH J " -
¥ S.H.A STANDARDS, & . I R
: 419 i i 2."D.0." INDICATE A DELAY QUTFUT LOOP DETRECTOR. e 9 1/2 BOLT C CLE
‘m AN ! 3. THE LOOP DETECTORS AND CONDUIT ARE TO BE INSTALLED I
v \ PRIOR TO INSTALLATION OF PAVEMENT MARKINGS. b
N H 4. THIS IS A REVISION TO THE EXISTING TRAFFIC SIGNAL DESIGN %
\ i | IN 1987 UNDER CONTRACT # P-822-502-370.
SR ‘\ : STREET TRAFRIC STUDIES, LTD. ‘
Lod L i ' GATBWAY INTERNATIONAL
1 1302 CONCOURSE DRIVE, SUTTE 104
{ ) LINTHICUM, MARYLAND 21000 Q
: H REVISION “C*  (301) 8553553 %
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